




Cement Project 
Location of  the Project : Near Village, Sulnar Saturmarg Khrew  

District : Pulwama J&K 

Production Capacity  : 1,80,000 TPA Cement  

Environment Clearance Letter No. – F. No. J-11011/226/2012-IA, II (I) 

 Dated 19.05.2016 
Address of Correspondence : RCC- Plaza Nowgam Byepass Srinagar  
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Compliance Period: 1st April 2022 to 30th September 2022 



i. Prior clearance from the Standing Committee of the National 
Board for Wildlife shall be obtained due to location of the plant 
within 10 km radius from Dachigam National Park (as prior 
clearance of  NBWL is required for a project if it is located in 10 
km of a Protected Area/Sanctuary or Eco Sensitive Zone as per 
the Hon’ble Supreme Court order dated 4.12.2006 in W.P. 
460/2004), before commencing any activity relating to the 
project at site. All he conditions stipulated by the Standing 
Committee shall be effectively implemented in the project. It 
shall be noted that this clearance does not necessarily implies 
that wildlife clearance shall be granted to the project and that 
your proposal for wildlife clearance shall be considered by the 
competent authorities on its merit and decision taken. The 
investment made in the project if any based on environmental 
clearance granted to the project, in anticipation of the clearance 
from wildlife shall be entirely at the cost and risk of the project 
proponent and Ministry of Environment, Forest and Climate 
Change shall not be responsible in this regard, in any manner. 

 
 
 
 
 
 
 
 
 

Noted and being complied. 

ii. The project proponent should install 24x7 air monitoring 
devices to monitor air emission, as provided by CPCB and submit 
report to Ministry and its Regional Office. Emission for 
particulate matter should be restricted to 30 mg/m3. 
 

The company has installed 24x7 online 
monitoring system as per the CPCB 
guidelines. The cement plant is equipped 
with  dust control devices of adequate 
capacity to restrict particulate as per the 
norms. 



iii. The expansion project shall comply with the new 
MOEF&CC Standards notified vid e GSR 612 (F) dated 
25.08.2014 with respect to Cement sector. 
 

Complied and adequate measures are in place to 
comply with the standards notified. 

iv. All the pollution control devices/equipment in the 
grinding unit shall be interlocked so that in the event of 
the pollution control devices/systems not working the 
respective units(s) shut down automatically. 
 

Interlocking facility is provided in the pollution 
control equipment's so that in case of pollution 
device not working, the respective unit shall 
shut down automatically.  
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Fig.-1.1 Plant view Fig.-1.2  Plantation in the plant yard 



 
v. 

 
Secondary fugitive emissions shall be controlled and 
shall be within the prescribed limits and regularly 
monitored Guidelines/Code of Practice issued by the 
CPCB in this regard shall be followed. 

 
Utmost care is taken, and Water is regularly sprinkled 
at fugitive emission sources. The emissions are within 
the prescribed limits. 

vi. Efforts shall be made to reduce impact of the transport 
of the raw materials and end products on the 
surrounding environment including agricultural land. 
All the raw materials including fly ash should be 
transported in the closed containers only and shall not 
be overloaded. The company shall have separate truck 
parking area. Vehicular emissions should be regularly 
monitored. 

The roads used for the vehicular movement are mac-
madised with regular water sprinkling to reduce the 
impact on the environment.  
The raw material transported to the plant are covered 
with underbody load and through covered conveyor 
system. 
The vehicles emissions are regularly monitored. 
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Fig.-1.3 Plantation drive within the plant Fig.-1.4 Water Sprinkling on roads 
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Fig.-1.5 Plantation drive around the plant Fig.-1.6  New plantation around the plant 



vii. All the treated wastewater shall be recycled and reused in the process 
and/or for dust suppression and green belt development and other 
plant related activities etc. No process wastewater shall be discharged 
outside the factory premises and ‘zero’ discharge should be adopted. 

There is no such waste water 
generated in the plant. 
The water which is discharged by the 
drains is used for plantation. 

viii. Storage of material should be in covered area. All the storage facilities for the raw 
material etc. have been covered. 
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Fig.-1.7 Covered Cement mill and Silo Fig.-1.8  Covered storage facilitates 
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Fig.-1.9 Dust collectors installed Fig.-1.10 Dust Collector attached to 
Crusher 



ix. Rain water harvesting plan shall be prepared and shall supplement the 
water requirements of the project. 

Being Complied. Rain water collected 
through proper drainage system shall 
be stored in the proposed water 
storage tank.  

x. Regular monitoring of influent and effluent surface, sub-surface and 
ground water should be ensured and treated waste water should meet 
the norms prescribed by the State Pollution Control Board of described 
under the Environment (Protection) Act, 1986 whichever are more 
stringent. 

The monitoring of the water is 
regularly performed and as the 
cement manufacturing process is dry, 
so no waste water is generated. 



xi. Green belt shall be developed in at least 33 % area in and around the 
cement plant as per the CPCB guidelines to mitigate the effects of air 
emissions in consultation with local DFO. 

Green Belt development has been 
done around the plant, along the 
roads and near the storage of raw 
material to trap the dust. The 
boundary around the plant has been 
developed as green-belt area. The 
future plantation drive shall be 
conducted in consultation with the 
concerned DFO. 

xii. All  the made  to  the  public  during  the Public  Hearing/Public  
Consultation  meeting  shall  be satisfactorily  implemented  and  a  
separate  budget  for implementing    the    same    shall    be    allocated    
and information    submitted    to    the    Ministry’s    Regional Office. 

Agreed and compiled, but some 
commitments shall be finalised during 
the expansion plan of the plant. 
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Fig.-1.11 Green belt development Fig.-1.12 Plantation along the road 
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Fig.-1.13 Beautification work of the plant 
premises 

Fig.-1.14 Plantation near the quarters 



xiii. At  least  5  %  of  the  total  cost  of  the  project  shall  be earmarked towards  the 
Enterprise Social Commitment based  on  Public  Hearing  Issues  and  item  wise  
details along  with  time  bound  action  plan  shall  be  prepared and   submitted   
to the Ministry’s   Regional   Office   at Chandigarh,  the   proponent  shall  prepare   
a  detailed ESC  Plan  for every  next  5  years  for the  existing  -cum- expansion 
project, which includes village-wise, sector- wise (Health, Education, Sanitation, 
Health, Skill Development and infrastructure requirements such as strengthening 
of village roads, avenue plantation, etc) activities in consultation  with the local 
communities and administration. The ESC Plan will include the amount of 2% 
retain annual profits as provided for in clause 135 of the Companies Act, 2013 
which provides for  2%  of  the  averaged  net  profits  of  previous 3 years towards 
ESC activities for life of the project. A separate budget  head  shall  be  created  and  
the  annual  capital and  revenue  expenditure  on  various  activities  of  the Plan   
shall   be   submitted   as   part   of   the   compliance Report to RO, Chandigarh. The 
details of the ESC Plan shall  also  be  uploaded  on  the  company  website  and 
shall  also  be  provided  in  the  Annual  Report  of  the company. 

The ESC budget has been 
prepared and separate 
account is being 
maintained. Number of 
awareness, training, CSR 
and eco-development 
projects are undertaken.  
The other commitments 
shall be addressed at the 
time of expansion of the 
plant. 

xiv. Provision  shall be made for the housing of construction  labour  within  the  site  
with  all  necessary infrastructure  and  facilities  such  as  fuel  for  cooking, mobile   
toilets,   Safe   drinking   water,   medical   health care,  crèche  etc.  the  housing  
may  be  in  the  form     of temporary     structures     to     be     removed     after     
the completion of the project. 

Separate labour quarters 
are provided with all the 
safety and hygienic 
facilities. 



i.  The   project   authorities   must   strictly   adhere   to   the stipulations  
made  by  the  Jammu  &  Kashmir  Pollution Control Board and the 
State Government. 

Agreed and the Consent to Operate 
from SPCB has been obtained. 
Consent No.:-  PCB/digital 
/22063155350 of 2022 
Dated:- 06/12/2022 & 
PCC/Digital/23062337856 of 2023 
dated 23/01/2023. 

ii. No   further   expansion   or   modifications   in   the   plant shall   be   
carried   out   without   prior   approval   of   the Ministry  of  
Environment  Forest  and  Climate  Change (MoEFCC). 

Accepted 

 GENERAL CONDITIONS: 



iii.  At  least  four  ambient  air  quality  monitoring  stations, 
should  be  established  in  the  downward  direction  as 
well  as  where  maximum  ground  level  concentration  
of PM10,    PM2.5,    SO2    and    NOx    are    anticipated    
in consultation with the SPCB Data on ambient air quality 
and stack emission shall be regularly submitted to this 
Ministry  including  its  Regional  Office  at  Chandigarh 
and the SPCB/CPCB once in six months. 

The quarterly reports as per the EIA report are 
submitted regularly to  Authorities. The monitoring 
is done through the third party NABL accredited 
laboratory. 
 

iv. Industrial    wastewater    shall    be    properly    collected 
treated  so  as  to  conform  to  the  standards  prescribed 
under    GSR    (E)    dated    19th      May,    1993    and    
31st December, 1993 or as amended form time to time. 
The treated   wastewater   shall   be   utilized   for   
plantation purpose. 

No industrial waste water is generated. 



v.  The  overall  noise  levels  in  and  around  the  plant  area shall  be  kept  
well  within  the  standards  (  85-8BA)  by providing  noise  control  
measures  including  acoustic hoods,   silencers,   enclosures   etc.   on   
all   sources   of noise   generation.   The   ambient   noise   levels   should 
conform to the standards prescribed under EPA Rules, 1989 viz 75 dBA 
(day time) and 70 dBA (night time). 

Periodical measurements are been 
taken and the levels are within the 
limits (reports are annexed). All the 
safety gears for the reduction of noise 
are provided. 

vi. Occupational  health  surveillance  of  the  workers  shall be  done  on  a  
regular  basis  and  records  maintained  as per the Factories Act. 

Occupational health surveillance of 
workers is being carried out as per 
the factory act. 



vii.  The   company   shall   develop   rain   water   harvesting 
structures  to  harvest  the  rain  water  for  utilization  in the  lean  
season  besides  recharging  the  ground  water table. 

The drainage system has been 
constructed to help collection of rain 
water for recharging of the ground 
water. 

viii. The  project  proponent  shall  also  comply  with  all  the 
environmental   protection   measures   and   safeguards 
recommended   in   the   EIA/EMP   report.   Further,   the 
company must undertake socio-economic development activities  
in  the  surrounding  village   like  community development   
programs,   educational   programs, drinking water supply and 
health care etc. 

The environmental protection 
measures & safeguards as envisaged 
in the EIA /EMP such as  Green Belt 
development, Installation of Pollution 
Control Equipment, Rain water 
harvesting are compiled as per the 
EIA/EMP report. 



ix. Requisite  funds  shall  be  earmarked  towards  capital cost   and   
recurring   cost.   Annum   for   environment pollution     control     
measures     to     implement     the conditions  stipulated  by  the  
Ministry  of  Environment, Forest  and  Climate  Change  (MoEFCC)  as  
well  as  the State   Government.   An   implementation   schedule   for 
implementing all the conditions stipulated herein shall be  submitted  
to  the  Regional  Officer  of  the  Ministry  at Chandigarh.  The  funds  so  
neither  provided  shall  nor be diverted for any other purpose. 

Noted for compliance. 

x. A   copy   of   clearance   letter   shall   be   sent   by   the proponent         
to concerned Panchayat Zila Parishad /Municipal   Corporation,   Urban   
Local   Body and  the  local  NGO,  if  any,  from  whom  suggestions/ 
representations,  if  any  were  received  while  processing the  
proposal.  The  clearance  letter  shall  also  be  put  on the web site of 
the company by the proponent. 

The same has been provided to the 
local unions and Auqaf members with 
the copy advertised in newspaper. 



xi. The   project   proponent   shall   upload   the   status   of compliance   of   
the   stipulated   environment   clearance conditions,   including   results   
of   monitored   data on their website and shall update the same 
periodically. It shall  simultaneously  be  sent  to  the  Regional  Office  of 
the   MOEFCC   at   Chandigarh   “The   respective   Zonal Office  of  CPCB  
and  the  SPCB.  The  criteria  pollutant levels namely; PM10, SO2. NOx 
(ambient levels as well as   stack   emissions)   or   critical   sectoral  
parameters, indicated   for   the   projects   shall   be   monitored   and 
displayed  at  a  convenient  location  near  the  main  gate of the 
company in the public domain. 

Monitoring of Ambient Air quality 
data is being submitted to Regional 
Office at Lucknow, zonal office of 
CPCB and J&K state Pollution Control 
Board. 
Ambient Air Monitoring Reports are  
annexed. 
 
 

xii. The  project  proponent  shall  also  submit  six  monthly reports    on    
the    status    of    the    compliance    of    the stipulated  environmental  
conditions  including  results of monitored data (both in hard copies as 
well as by e- mail) to the Regional Office of MOEFCC, the respective 
Zonal   Office   of   CPCB   and   the   SPCB.   The   Regional Office   of   
this   Ministry   at   Chandigarh/   CPCB/SPCB shall monitor the 
stipulated conditions. 

Six monthly reports along with the 
monitored data are regularly sent to 
the concerned authorities  
  



xiii. The  environmental  statement  for  each  financial  year ending   31st    
March   I   Form-V   as   is   mandated   to   be submitted  by  the  
project  proponent  to  the  concerned State  Pollution  Control  Board  
as  prescribed  under  the Environment   (Protection)   Rules,   1986   
as   amended subsequently,  shall  also  be  put  on  the  website  of  
the company   along   with   the   status   of   compliance   of 
environment  conditions  and  shall  also  be  sent  to  the respective     
Regional     Office     of     the     MOEFCC     at Chandigarh by e-mail. 

Agreed 

xiv. The  Project Proponent shall  inform the  public  that  the project  has  
been accorded  environmental  clearance  by the   Ministry   and   
copies   of   the   clearance   letter   are available   with   the   SPCB   
and   may   also   be   seen   at Website  of  the  Ministry  of  
Environment,  Forests  and Climate  Change  (MoEFCC)  at  
http:/envfor.nic.in.  This shall  be  advertised  within  seven  days  
from  the  date  of issue   of   the   clearance   letter,   at   least   in   two   
local newspapers  that  are  widely  circulated  in  the  region  of 
which  one  shall  be  in  the  vernacular  language  of  the locality  
concerned  and  a  copy  of  the  same  should  be forwarded to the 
Regional office at Chandigarh. 

The advertisement of grant of 
environmental clearance was 
published in local widely circulated 
newspapers. The local Auqaf was also 
informed about the same. 



xv. Project  authorities  shall  inform  the  Regional  Office  as well  as  the  
Ministry,  the  date  of  financial  closure  and final    approval    of    the    
project    by    the    concerned authorities   and   the   date   of   
commencing   the   land development work. 

Agreed 
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Fig.-1.15 Clinker Storage sheds Fig.-1.16 Covered Cement silos 



Fig.-1.17 Training session for the students Fig.-1.18 Training session for the students 
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Fig.-1.19 Silos with bag filters Fig.-1.20 Water sprinkling on the roads 
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Fig.-1.21 Concrete approach roads Fig.-1.22 Concrete storage sheds 
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NOIDA TESTING LABORATORIES
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(An ISO : 9001 : 2015,ISO 45001 : 2018 (OH&S) Certified & NABlAccredited Laboretory)

MoEF & CC (Ministry of Environment, For€st & Climate Change), UPPCB Recog zed Lsbontory
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Issued To: IVI/s Cemtac Cements Pyt. Ltd.

Address: Sulnar Saturmarg Khrew
Pulwama (J & K)

Sample Dravrn On
Sample Drawn By
Sample description
Sampling Location
Sampling Plan &Procedure
Analysis Dumtion
Average Flow Rate of SPM (m3/min.)
Average Flow Rate ofGases (lpm)
Sampling Instrument Used
Weather Condition

22108D022
NTL Representative
Ambient Air
Vt[.ge Gujjar Basti
soP-AAQ/o8
23 / 08D022 to 27 I 08 / 2022
t.l2
1.0
Respirable Dust Sampler (PMre), Fine Particulate (pM2 5) Sampler
Clear

Report Code
ULRNo.
Test Report of
Service Request No
Service Request Date
Report Issue Date

TEST RESULT

Parameter Test Method Results
rotection Act.

Limits as per
Environment

Particulate Matter (PMro) pg /m 100.0

2 Particulate Matter (PM2 j) lS:5182 Part-XXIV 25.18 pglm 60.0

3 Sulphur dioxide (as SOr) lS:5182 Part-ll 7 .0s pg /m 80.0

Nitrogen dioxide (as NO2) t0.23 pg lm 80.0

Carbon monoxide (as CO) IS:5182 Part-X < 1.15 mYm 4.0
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3.

4.
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Respoosibility oftlE laboratory is limited to the invoiced amoont only.
This test rcport wi not bc gcncr.tgd again, gither whory or in part, rilthout prior written p€mi$rion oflhe raboratory
Thg test s&nples will be disposcd ofrafter two wc€ks

CK DBY

issu€ oftest reporl unless untilspecified the customer
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Laboratory j GT-20, Sector-117, NOIDA, Gautam Budh Nagar- 201301
Branch Office :

HARIDWAR I RUDRAPUR ICHANDIGARH I DEHRADUN I PUNE
E.: noicia.laboratory@gmail.com, info@noidatabs.com W.: www.noidalabs.com

ORY

.,1t ul!'.ing fot on ,lssuted

SAMPLlNG & ANALYSIS DATA

TEST CERTIFICATE

: AAQ-230E22-08

: TC6E142200000r6225 F
: Ambient Air Quality
: NTUSRF/08/22-08
220/0A2022
t2710A2022

S. No. Units

IS:5182 Part-XXIII 62.50

4. IS:5182 Part-VI

5.

G t,l



NOIDA TESTING LABORATORIES
(A (sovernment or rnc a Appr<rved Lal,oratory
(An ISO : 9001 : 2015,ISO 45()0l : 2018 (OH&S) Certified & NABLAccT€dlted Lrborrtory)
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Issued To: M/s Cemtac Cements Pvt. Ltd.

Address: Sulnar Saturmarg Khrew
Pulwama (J & IQ

Sample Drawn On
Sample Drawn By
Sample description
Sampling Location
Sampling Plan &Procedue
Analysis Duration
Average Flow Rate of SPM (m3/min.)
Average Flow Rate ofGases (lpm)
Sampling Insfiument Used
Weather Condition

Report Code
ULRNo.
Test Report of
Service Request No
Service Request Date
Report Issue Date

: AAQ-230822-09

: TC6E14220000016226 F
: Ambient Air Quality
: NTUSRF/0E/22-09
:2U08n022
:27108t2022

Notes
L

3.

4.

The rcsults giv€n abovc 8re rclatcd to the tested srrnple, ss rociyed & mentioned psaarneters.
Rcspoflsibility of the Laboratory is limitcd to lhe iNoio€d srnount only.
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CKE BY AUT
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Test Method Units
Protection Act.

Limits as per
Environment

58.80

2 IS:5182 Parr-XXN 24.16

l Sulphur dioxide (as SO) 6.98 80.0

Nitrogen dioxide (as NOr) lS:5182 Part-VI Fglm 80.0

5 Carton monoxide (as CO) IS:5182 Part-X

ORY

Laboratory j GT-20, Sector-117, NOIDA, Gautam Budh Nagar- 201301
Branch Office :

HARTDWAR I RUDRAPUR ICHANDIGARH I DEHRADUN I PUNE
E.: noida.laboratory@gmail.com, info@noidalabs.com W. : www.noidalabs.com

w
.Analr.ing ltu an l$ rcl

SAMPLING & ANALYSIS DATA

22,0E12022
NTL Representative
Ambient Air
Village Srthpokhrstr
soP-AAQ/o8
23108D022 to 27 108n022
l.t2
1.0

Respirable Dust Sampler @M1e), Fine Particulate (pM2.j) Sampler
Clear

*

TEST CERTIFICATE

TEST RESULT

S. No. Parameter Results

I Particulate Matter (PMro) IS:5182 Part-XXIII pg /m' 100.0

Particulate Matter (PM2 j) Fg /m' 60.0

IS:5182 PartJI pg lm'

4. 10.t2

<1.15 mdm' 4.0



e NOIDA TESTING LABORATORIES
(An ISO : 9001 : 2015,ISO 45001 : 2018 (OH&S) Certified & NABLAccredited Laboratory)

MoEF & CC (Ministry of Environment, Forest & Climate Change), UPPCB Recognized Laboratory
Analyzing for an ,4ssured

F-utwe

Issued To: IVI/s Cemtac Cements Pvt. Ltd.

Address: Sulnar Saturmarg Khrew
Pulwama (J & K)

SAMPLING & ANALYSIS DATA

Sample Drawn On :

Sample Drawn By :

Sample description :

Sampling Location l
Sampling Plan &Procedure :

Analysis Duration :

Average Flow Rate of SPM 1m3/min.; l
Average Flow Rate of Gases (lpm) :

Sampling Instrument Used :

Weather Condition

Report Code
ULR No.
Test Report of
Service Request No
Service Request Date
Report Issue Date

: AAQ-230822-010
z TC6814220000016227 F
: Ambient Air Quality
: NTUSRF/08122-010

22010812022

22710812022

22108t2022
NTL Representative
Ambient Air
Village Zantrag
soP-AAQ/o8
23 I 08 12022 to 27 I 0 8 / 2022
t.t2
1.0

Respirable Dust Sampler (PM1s), Fine Particulate (PM2.5) Sampler
Clear

TEST RESULT

S. No. Parameter Test Method Results Units
Limits as per
Environment
@rotection) Act.

I Particulate Matter (PMro) IS:5182 Part-)OilII 60.s4 pg /m3 100.0

2. Particulate Matter (PMz.s) IS:5182 Part-XXN 24.80 pglm' 60.0

3 Sulphur dioxide (as SO2) IS:5182 Part-II 7.21 $glm' 80.0

4. Nitrogen dioxide (as NO2) IS:5182 Part-VI 10.07 pglm' 80.0

5 IS:5182 Part-X <1.15 mdm' 4.0

otes:N
I' The results given above are related to the tested sample, as received & mentioned pararneters.
2. Responsibility of the Laboratory is limited to the invoiced amount only.
3' This test report will not be generated again, either wholly or in part, without prior written permission of the laboratory.
4. The test samples will be disposed of after two weeks Aom the date of issue of test report, unless until specified by the customer.

G
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Laboratory i GT-20, Sector-117, NOIDA, Gautam Budh Nagar -201901
Branch Office :

HARIDWAR I RUDRAPUR I CHANDTGARH I DEHRADUN I PUNE
E.: noida.laboratory@gmail.com, info@noidalabs.com w.: www.noidalabs.com

TEST CERTIFICATE

Carbon monoxide (as CO)
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NOIDA TESTING LABORATORIES

(An ISO : 9001 : 2015, ISO 45001 : 2018 (OH&S) Certilied & NABLAccredited Laboratory)
MoEF & CC (Ministry of Environmrnt, Forest & Climate Change), UPPCB Recognized Laboratory

8 +qr-g:r0r1642,8510081921,7s03031145, 85278i0572.7503031 146, g9gg7s436g
lnult.ins lot a lssurcd

Issued To: lWs Cemtac Cements Pvt. Ltd.

Address:

Notes:

l. The rgsults given above are rclat9d to the tested sarnpl€, as rec€ived
2. Responsibility ofthe Laborarory is limited to the invoicrd amount o

22/08/2022

NTL Representative

23108t2022

Ambient Noise
Near Entry Gate

24 hrs

& mcntioned paramcters. The customer askcd for the above tests onlv
nly.

: AN-230822-0ll
: TC6814220000016228 F
: Ambient Noise

: NTUSRF/08/22-011
:2010812022

:2710812022

TEST Rf,SULT

elines Limits int (as Der CPCB GuidReouireme

Day Time Night TimeEQUryALENT NOISE
LEVEL

(6.0 AM TO 10.0 PM)
62.5 dB(A) 75 70

Commercial Area 65 55

Residential Area 55 45

EQUIVALENT NOISE
LEVEL

40.6

50 40

3. This test repod will not be Beners&d 8gain, eilher w
4. The test ples

DBY

wiu b. disposed offrffer two weeks of issu€ oftest rcpor! unless until

AUTH NAl/\\
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Laboratory; GT-20, Sector-117, NOIDA, Gautam Budh Nagar - 201301
Branch Office :

HARTDWAR IRUDRAPUR I CHANDTGARH I DEHRADUN I PUNE
E.: noida.laboratory@gmail.com, info@noidalabs.com W. : www.noidalabs.com

C RY

Sulnar Saturmarg Khrew
Pulwama (J & K)

SAMPLING & ANALYSIS DATA

Sample Drawn On

Sample Drawn By
Sample Received On

Sample description

Sampling Location
Sampling Time

TEST CERTIFICATE

Report Code
ULRNo.
Test Report of
Service Request No
Service Request Date
Report Issue Date

S. No Test Parameters Results Units
dB (A) Leo

Cstegory of Area/ Zrtre

I Industrial Area

2.

(10.0 PM To 6.0 AM)

dB(A)

Silence Zone

wilhout prior writt€n pemission of the



NOIDA TESTING LABORATORIES
(A Gowernn restrng Laboratory)

tnabxnrylot an lstuftld

(An ISO : 9001 : 2015, ISO 45001 : 2018 (OH&S) Certified & NABL Accredited Lrborrtory)
MoEF & CC (Ministry ofEnvironmeng Forest & CUmate Change), UPPCB Recogniz€d Lrboratory

t + g r -gg tlo t t u2, g5 tm8lgzl, 750303 l l 45, 8527 a7 osz 2, 750303 1 1 46, gggg7 94369

Issued To: lWs Cemtac Cements P\.a. Ltd.

Address: Sulnar Saturmarg Khrew
Pulwama (J & K)

Notes:

22t08t2022

NTL Representative

23/08t2022

Ambient Noise
Near Office Side

24 hrs

l. Thc results given above arE r€laled to lhc tested sarnplq 8s reccived & hentioned pzuamet€B. The customea ssked for lhe abov€ tests onlv
2. R€sponsibility oftlE Labor.lory is limited to the invoiced arnounl only
3. This icst r€pon will .lot be g€nented again, either wholly or in part, without prior *ritt€n pemission of lhe laboratory

Report Code
ULRNo.
Test Report of
Service Request No
Service Request Date
Report Issue Date

: AN-230822-012
: TC6814220000016229 F
: Ambient Noise

: NTUSRFi0S/22-012
| 2010E12022

:27108D022

TEST R-ESULT

Units
mits inReo u irem€nt (as Der C B Guidelines

Day TimeEQUIYALENT NOISE
LEVEL

(6.0 AM TO 10.0 PM)
58.8 dB(A) Industrial Area 75

Commercial Area 65 55

Residential Area 45
(r0.0 PM ro 6.0 AM)

dB(A)

Silence Zone 50 40

4. The iest pl€s will be disposed off aft€r two w€ek

KE

€ of issue oftest repor! unless until speci cuslomer

/, 7
AUT

d

Laboratory .' GT-20, Sector-1'|7, NOIDA, Gautam Budh Nagar - 201301
Branch Office :

_ HARIDWAR IRUDRAPUR I CHANDTGARH I OEHRADUN IPUNE
E.: noida.laboratory@gmail.com, info@noidatabs.com W:: www.noidalabs.com

ORY

I
TEST CERTIFICATE

SAMPLING & ANALYSIS DATA

Sample Drawn On

Sample Drawn By
Sample Received On

Sample description
Sampling Location
Sampling Time

t

BY

S. No Test Parameters Results

dB (A) L€q

Category of Area/ Zone Night Time

I
70

55
2.

EQUIVALENT NOISE
LEYEL

36.2



lnltl].it{ hr an {s\urcd

NOIDA TESTING LABORATORIES
. : i .: -- - 

r-, :.: - - -.--.

(An ISO :9001 : 2015,ISO 45001 : 2018 (OE&S) Certilied & NABLAccredited Laboratory)
MoEF & CC (Ministry ofEnvironmenL norest & Climate Chsnge), UPPCB Recognized Laboratorv

8 +gr-g:tsorr&2.851008r921,750303u45, 8527870572,7503031 146, gssg7s436g

Issued To: lVTs Cemtac Cements Pvt, Ltd.

Sample Drawn on
Sample Drawn By

Sample Received On

Sample Quantity

Analysis Duration

Sample Description

22/082022
NTL Representative

23108t2022

2.0 Lt.

2Y 08 t2022 to 27 I 0 I 12022

Drinking Water Collected from Plant

MICROBIOLOGICAL REQUIREMENT

Remsrk!{ | ) Bas€d on above tested pararncter water sampl e meet as per IS- 10500:2012 in desirabte limit, Water is fit for d:inking

Essentirl test as IS:10500-2012
S, No. Parameter Test Method Results U nits Desirable

Limit
Extended

Limit
I H IS:3 025 Part- I I 6.5 - 8.5
2 Colour I S:3 025 (Part-4 <5.0 Hazen l5
3 Odour IS:3025 Part-5 bleA eable eable

Taste IS:3025 Part-8) eable eableA
5 Turbid IS:3025 Part- l0) <1.0 NTU I 5
6 Total Hfidness as CaCO3) IS:3025 Part-2 I ) 76.50 I 200 600
7 Chloride as CI IS:3025 Pan-32 12.80 I 2s0 t000

Calcium as Ca) P- 40IS: 3025 m I 75 200
9 as Fe lS:3025(Part-52 0.1 t8 n'l 1.0 No Relaxation
l0 as NO t.25IS:3025 P- 34 m No Relaxationlt Total Dissolved Solid IS:3025(Part-16 2t6.0 m I
12. Alkalini as Ca CO, IS:3025 -23 89.0 m I 200 600
13 Fluoride as F) APHA 22nd edit 0.t2 m 1.0
t4 Sul hate as SOa) IS: 3025 P- 24 5.08 m 200
15 M tum asm IS: 3025 P46 4.80 nl 30

RESULTS
S.No. Parameter Test Method Results

I Escherichiq coli IS-15185 Absent AbsenVl00ml
2 Col Bactetia Absent AbsenVl00ml

pupose.

Notes:
L Thc r*Its 8iv
2. R.sp@sftility
3. Thir tcn rlpoc

cr-rbovlrrc rEldcd io Dc r.sr.d s.Ept., a3 Ecciwd & mcorion d p{..Eco!rs. Ttc ol5tom6 a*.d for rhc aboorti. L.bontory i! hmircd !o rhc Drcic.d lnourt ooty.
wil not b. ScnaEtcd again, eilh6 wholty or i! part, without prior l"ritrcn pctuission offi. bborato

4 Tle 3 wiI t dilpolcd oftrftcr two w€.ks 6om tb. d.ac of b$E oftcn rcport, udca! uaiil spccificd by
ry
the

1301

d v A

Laboratory : GT-20, Sector-'l1 7, NOIDA, Gautam Budh N
Branch Office :

c e

HARIDWAR I RUDRAPUR IGHANDIGARH IDEHRADUN I PUNE
E.: noida.laboratory@gmail.com, info@noidalabs.com W.: www.noidatabs.com

,r

Address: Sulnar Saturmarg Khrew
Pulwama (J & K)

SAMPLING & ANALYSIS DATA

TEST CERTIFICATE

Report Code
ULRNo.
Test Report of
Service Request No
Service Request Date
Report Issue Date

: w-230822-013
: TC6814220000016230 F
: Water
: NTUSRF/08/22-013
,2010812022

.27108/2022

RESULTS

6.60
5

4.

8. 3 8.50
Iron
Nitrate 45

500 2000

1.5

400
100

Required as per IS-
10500:2012

IS- 15185



NOIDA TESTING LABORATORIES
A Gowernrnent of lndia Aporoved Lal)oratory)

(An tSO : 9001 : 2015, ISO 4$01 : 2018 (OH&S) Certified & NABLAccT€dited Laborstory)
MoEF & CC (Ministry of Environmetrt, Forest & Climrt€ Chsng€), UPPCB Recognized Lrboratory

8 +gt-sgt:0r1642,8510081921,2503031145, 8s27970572,7503031146, 9999794369

Issued To: M/s Cemtac Cements pvt. Ltd.

Address: Sulnar Saturmarg Khrew
Pulwama (J & K)

Sample drawn on

Sample Drawn By
Sample description
Sampling Time
Sampling Plan &Procedure
Analysis Duration
Stack Temperatue (oC)
Source of Emission
Type of Fuel used
Operating Load
Type of Stack
Diameter of Stack (meter)
Height of Stack from Ground level (meter)
Average Velocity ofFlue Emission (r/s)
Attached APCs

Notes:

I . Th€ .esults given abovc
2. Rcsponsibility ofthe La
3. This tesl report will not
4. Thc t€st samplcs will be

KE BY

are related to thc t€6tcd ssmple, &s rcceiycd & mcntionci pamrnete^. The custorng asked for thc above tesrs onry
bontory is limited to thc irvoicrd &rount only.
be gencrrted agsin, either wholly or in pa4 without pdor \r tten pe.mission ofthe laboratory.
disposed ofrafter two wceks Aom the date of issue oftest report, unlcss untilspecifi€d by thc customer.

qUTA

: ST-230E22-014

: TC6814220000016231 F
: Stack Emission
: NTUSRFi0S/22-014
:2010812022

:2710812022

TEST RESULT

S.No. Test Method Results Units Limits

I Particulate Matrer (PM) IS:l125S(Part-l) 28.50 mg /1.{m

Sulphur dioxide (SO2) IS: l 1255(Part-2) mgNm 200
Nitrogen dioxide (NO2) IS: I 1255@art-7) 45.80 mg/Nm 500

RY

Laboratory j cT-20, Sector-117, NOIDA, Gautam Budh Nagar - 20130i
Branch Office :

_ HARTDWAR I RUDRAPUR ICHAND|GARH IDEHRADUN I puNE
E.: noida.laboratory@gmail.com, info@noidalabs.com W.: www.noidatabs.com

I

{

.lnd\.insht an Assutttd

SAMPLING & ANALYSIS DATA

22t08D022

NTL Representatiye
Stack Emission
30 minutes
soP/s909
23 /08 12022 to 27 108 12022
t24
Stack Attrched to Wet Scrubber - 0l
Pet Coke
Normal
Metal circular
0.35
30.0
10.2

Cyclone + Wet Scrubb€r

4

TEST CERTIFICATE

Report Code
ULRNo.
Test Report of
Service Request No
Service Request Date
Report Issue Date

ParaDeter

50
)

34.16

tr.



NOIDA TESTING LABORATORIES
o

(An ISO : 9l[l : 2015, ISO 45fi]l : 2018 (OH&S) Certified & NABL Accrcdited Lebor8tory)
MoEF & CC (Ministry of Environment, For$t & Climrte Change), UPPCB Recognized Laborrtory

t +sr-slr:0rt642,8510081921,7503031145,8s27970s72,7s03031146, w9794369

Issued To: M/s Cemtac Cements Pr,t. Ltd.

Address:

Sample drawn on

Sample Drawn By
Sample description
Sampling Time
Sampling Plan &Procedure
Analysis Duration
Stack Temp€rature ("C)
Source of Emission
Type of Fuel used
Operating toad
Type of Stack
Diam€ter of Stack (meter)
Height of Stack from Ground level (meter)
Average Velocity ofFlue Emission (m/s)
Anached APCS

Notes:

DBY

22t08DUz
NTL Representative
Stack Emission
30 minutes
soP/sE/09
23108D022 to 27108D022
124
Stack Attached to Wet Scrubber - 02
Pet Coke
Nomral
Metal circular
0.35
30.0
10.6
Cyclone + Wet Scrubber

ratory

I . The results dven above are aelsted io thc tes&d sahple, as rrcciycd & mantioncd psrsm€t€N. Th€ custom€r asked for th€ above tests onl
2. R€spor6ibility ofthe Laboratory is limited to the iovoiced amount only.
3. This lcst report w r not be gen€rated again, either who y or in parr, wirhout prio, writ€n p€mission ofthe rabo
4. The test sarnples will b€ disposed offafter two wcek from the date of issue oftest repo4 u €ss until specified by thc custom€r

v

?/
1

!,
AUT

ti/

Report Code
IJLR No,
Test Report of
Service Request No
Service Request Date
Report Ilsue Date

TEST RESULT

Parameter Test Method Results Units Limits

Particulate Matter (PM) IS:t 125s(Part-l ) 34.08 mg /Nm 50
Sulphw dioxide (SO) IS: I 1255(Pan-2) 26.50 mgNm 200
Nitrogen dioxide (NO) IS: I 1255(Part-7) 41.60 mg,Nm 500

RY

Laboratory: GT-20, Sector-1'17, NOIDA, Gautam Budh Nagar -ZO13OI
Branch Ofrice :

HARTOWAR I RUORAPUR ICHAND|GARH I DEHRADUN I PUNE
E. : noida.laboratory@gmail.com, info@noidatabs.com W. : www.noidalabs.com

,a,

.ln !.ing lot r .ttsured

Sulnar Saturmarg Khrew
Pulwama (J & K)

SAMPLING & ANALYSIS DATA

TEST CERTIFICATE

: 5T-230822-015

: TC6814220000016232 F
: Stack Emission
: NTUSRF/08/22-015
:2010812022

:27108/2022

S.No.

I

2.

3.



@
NOIDA TESTING LABORATORIES

.lrulJ.ing lor un ,-lssutcd

(An ISO: $01 :201t ISO 45(X)l :201E (OH&S) Certified & NABlAccredited Lrborrtory)
MoEF & CC (Ministry of Environmeng Forest & Climste Chenge), UPPCB Recogrlzed Lrbontory

t +st-s:r:0n642,8510081921,7503031145,8s27870s72,75o3031t46,9999794369

Issued To: lWs Salinar Satur Marg
Limestone Mine

Address:

Report Code

IILR No.
Test Report of
Senice Request No
Service Request Date
Report Issue Date

Sample Drawn By
Date of Sampling
Sample Description
Sampling Location
Sampling Plan &Procedure
Analysis Duration
Avemge Flow Rate of SPM (m3/min.)
Average Flow Rate ofGases (lpm)
Sampling InsEument Used

DBY

NTL Representative
22t08n022
Ambient Air
Mine Site
soP-AAQ/o8
23108D022 to 27 /08D022
1.09
1.0

Respirable Dust Sampler (PM16) Fine Particulate
Sampler @Mr.5) With Gas€ous Attachment
Clear

AUT Z

A-
(,

\-_4:
--t_-,

TEST RESULT

S. No. Parsmeter Resu lts
rotection Act.

Particulate Matter (PMro) IS:5182 Paft-XXIII 64.80 lrg /m

Particulate Matter PMz.: lS:5182 Pan-XXIV 41.20 /m
3 S hur dioxide SO lS:5182 PanJI '7.50 /m

Nitro n dioxide IS:5182 Part-VI 12.40 /m 80

RY

Laboratory : GT-20, Sector-117, NOIDA, Gautam Budh Nagar -201301
Branch Office :

_ HARIDWAR IRUDRAPUR ICHANDIGARH I DEHRADUN I PUNE
E.: noida.laboratory@gmail.com, info@noidalabs.com W.: www.noidatabs.com

TEST CERTIFICATE

Area- 29.4151 Hect,, Village.
Khrew, Dist.- Pulwama
(Jammu & Kashmir)

: AAQ-230822-0r6
: TC6814220000016233 F
: Ambient Air Quality
: NTUSRF/08/22-016
z 2010812022

:27/0812022

SAMPLINC & ANALYSIS DATA

Weather Condition

Notes: -

I The rcsults given sbov€ are rclatcd to the tcsted s.rnplq as .ecrivd & BEntionGd por&nete.s. ThG cuslom€r &rked for lhe abovc tests only.
2. Responsibility ofth€ t boratory is limited to ttrc invoioed &rEuat only.
3. This test rcport will not be gencratcd 8gain, Githcr wholly or in porq vithod prior wittcn pemission of thc laboralory.
4. The test sdnpl€s will be dispo6ed off.fter tu/o lt.ts ftom thc ddc of issur oftest rspor! unless until spccified by the cusroner.

T€st Method Units
Limits as per
Etryironment

100.0

2. 60.0
80.0

4.



Cr
NOIDA TESTING LABORATORIES

(An ISO:9001 :20t5, ISO 45001 : 2018 (OH&S) Certified & NABLAccredited Laboratory)
MoEF & CC (Ministry of Environment, Forest & Climate Change), UPPCB Recognized Laboratory

8 +lr-o:r:6r1642,8510081921,7503031145. Bsz7y7o57z,75030i t 146. 9999794369
-lnltllxihg Jat an .1t\ut.'d

Issued To: 1Ws Salinar Satur Marg
Limestone Mine

Address:

Report Code

[lLR No.

Test Report of
Service Request No
Service Request Date
Report Issue Date

: AN-230822-017

: TC6814220000016234 F
: Ambient Noise

: NTUSRF/0E22-017
220108D022

2 27t08t2022

Sample Drawn On
Sample Drawn By
Sample Received On
Sample description
Sampling Location

Notes:

L The results giv€n 6bove are related to the t€st€_d sslnpl€, as rec€ived
2. RespoDibility oftlrc Laboratory is limitcd to lhc invoiced amount o
3. This tlst report will not be generated again, cither wholly or in pa.t'
4. The test samples will be disposed ofl afler two date

& mentioned param€ters. The custorner Eskcd for lhe above tests only
,nly.

wilhout p.ior wdtten permislion ofthe laboratory.
of issue oftest repo4 unless until specilied by the austomer.

BY AUTH RY

TEST R-ESULT

Results Units

Category ofArea/ Z,one Day TimeEQUIVALENT NOISE
LEVEL

56.8 lndustrial fuea 75

Commercial Area 65 55

Residential Area 55 452

(10.0 PM To 6.0 AM)

40.2

Silence Zone 50 40

Y
Laboratory ; GT-20, Sector-1 '17, NOIDA, Gautam Budh Nagar - 201301

Branch Office :
_ HARTDWAR I RUORAPUR ICHAND|GARH I DEHRADUN IPUNE
E.: noida.laboratory@gmail.com, info@noidatabs.com W.: www.n-oidalabs.com

SAMPLING & ANALYSIS DATA

22/08/2022

NTL Representative

23/08/2022

Ambient Noise
Mine Site

TEST CERTIFICATE

Area- 29.4151 Hect., Village-
Khrew, Dist.- Pulwama
(Jammu & Kashmir)

S. No Test Parameters
Reouirement (as oer CPCB Guidelines Limits in

dB (A) Leo

I

(6.0 AM TO t0.0 PM)

dB(A) Night Time

'10

EQUIVALENT NOISE
LEVEL

dB(A)



l auxing Jot an .l$ur(l

NOIDA TESTING LABORATORIES
(An ISO :9001 : 2015,ISO 45001 : 2018 (OH&S) Certified & NABLAccredited Laboratory)

MoEF & CC (Ministry of Etrvirormeot, Forest & Climate Change), UPPCB Recognized Laboratory

8 +gr-g:r:0r1642,8510081921,750303u45,8527870572,750303u46, 9999794369

IVI/s Salinar Satur Marg
Limestone Mine

Address:

Report Code
ULRNo.
Test Report of
Service Request No
Service Requ€st Drte
Report Issue Date

Sample Drawn On
Sample Dra$n By
Sample Quantity
Sampling Location
Sample Description
Analysis Duration

MICROBIOLOGICAL REQUIREMENT

*Remarks

22108D022
NTL Representatiye
2lit.
Mine Site
Water
23108D072 to 27|AED022

Note:
l. Th€
2- Res

- As per IS 10500: 2012, srandards the sampled water is suitable for potable, purpose

rcsults givon above arc rels&d to $e tcsled sampl€, as received & mentioned parameteB. The customer &sk€d for lhc abovc tests onlypons ibilily offtc tabo.afory is limited to the invoicrd alnount only.
rrpon will not be g€neraled again, eilher wholly or in part, witho

Essential test as r IS:10500-2012
RESULTS

Parameter Test Method Units Desirable
Limit

f,xteDded Limit

I H IS:3 025 Part- I I '7 .24 6.5 - 8.5
2 Colour lS:3025 Part-4 <5.0 Hazen 5 l5
3 Odour IS:3025 Part-5 bleA ble eable

Taste IS:3 025 -8 ble bleA
Turbid lS:3025 Part- 10 <1.0 NTU 5

as CaCO3 I S:3025 Part-21 I16.80 200 600
Chloride as cl IS:3025 Part-32 20.s6 250 1000
Calcium as Ca P- 40IS:3025 51.40 m 75 200
Iron as Fe IS:3025 Part-52 0.t72 m 1.0 No Relaxation

10. Nirate as NO IS:3025 P- 34 4.08 m 45 No Relaxationll Total Dissolved Solid IS:3025 -16 296.0 I 500 2000
Alkalini asCaC lS:3025 P- 23 154.0 200 600
Sul hate as SOa IS:3025 P- 24 26.50 200 400

RESULTS
S. No. Parsmeter Test Method R€sults uired as r lS-10500:2012R

I rs-t5185 Absent Absent/t00ml
rs-15185 Absent

3. This tcst
4 Tlc test ssmples will be dispos€d off aft.r two w€ek fion the dale of is

ut pnor written p€rmission oflhe labontory
sue of test repo4 udess until specjfr{ bv €

^
C AUT

Laboratory : GT-20, Sector-117, NOIDA, Gautam Budh Naga
Branch Office :

_ HARIOWAR IRUDRAPUR ICHANDTGARH I OEHRADUN I PUNE
E.: noida.laboratory@gmail.com, info@noidalabs.com lly: www.noidalabs.com

ORY

,{,

SAMPLING & ANALYSIS DATA

BY

TEST CERTIFICATE

Issued To:

Area- 29.4151 Hect., Viltage-
Khrew, Dist.- Pulwama
(Jammu & Kashmir)

: w-230E22-018

: TC6814220000016235 F
: Water
: I{TUSRF/08/22-018
,2U08n022
:2710E12022

S. No. Results

4.
5. I
6. Total Hardness

7

8.

9.

t2.
13. ;cn l

[ .gr

Escherichia coli
2. Coliform Bacteria Absent/l00ml



Cf
NOIDA TESTING LABORATORIES

_-_-:-__l''a:-::-2---1----.
--, jv .=-_- __.a-- _

(An ISO : 9001 : 2015, ISO 45001 : 2018 (OH&S) Certified & NABlAccredited Laboratory)
MoEF & CC (Ministry of Environment, Forest & Climate Change), UPPCB Recognized Laboratory

Analyzing for an Assured
Future

Issued To: IVI/s Salinar Satur Marg
Limestone Mine

Address: Area- 29.4151 Hect., Village-
Khrew, Dist.- Pulwama
(Jammu & Kashmir)

Report Code
ULR No.
Test Report of
Seryice Request No
Service Request Date
Report Issue Date

: SQ-230822-019

2TC6814220000016236 F
: Soil Quality
: NTL/SRF/08122-019
:2010812022

:2710812022

Samnling & Analvsis Data
Sample Received On
Sample Drawn By
Sample Description
Analysis Duration

23108t2022
NTL Representative
Soil Sample Collected from Mine Site
23 / 08 /2022 to 27 I 08 12022

Sl. No. Parameters Results Test Method

I pH 7.s6 IS:2720(Part-26)
2 Conductivity (pmhos/cm) 380.0 lS:2720@art-21)
3 SodiRm (as Na)(mg/k-g) STP/SOIL
4 _rfr/qJe1 holding capacity (o/o) 27.40 STP/SOI
). Potassiur_n (as K) (me/kg) 218.0 STP/SOIL
6.

Texture
Sand (% by mass) 58.8 STP/SOI
Qlay (o/o by mass) 20.0 STP/SOIL
Silt (% by mass) 2t.2 STP/SOIL

Calcium (as Ca)(mglkg) 560.0 STP/SOL
8 Yeetq{pn (eq,ryI9 (ms/ke) 218.0 STP/SOIL
9 SAR 0.65 STP/SOIL
10. CEC (m_e-qll00gm) 2.40 STP/SOIll. Available (as P),(mg/kg) 15.08 STP/SOL
12. Qlganic carbon (%) 0.36 STP/SOL
l3 Pgcsity (% by mq!s) 38.50 STP/SOL
14. 1.89 STP/SOI
15 Bulk Densi8 &g/cm 1.56 STP/SOL

TKN% 0.041 STP/SOIL

7

16.
Notes:

l ' The results given above are related to the tested sample, as received & mentioned pararneters. The customer asked for the above tests only.2. Responsibility of the Laboratory is limited to the invoiced amount only.
3. This test report will not be generated again, either wholly or in parg without prior written permission of the laboratory.
4' The test samples will be disposed offafter two weeks from the date of issue of test report, unless until specified by the customer

\N

) o/_.

Nagar

BY

Laboratory .' GT-20, Sector-1 1 7, NOIDA, Gautam Budh 301
Branch Offrce:

HARIDWAR I RUDRAPUR I CHANDIGARH I DEHRADUN I PUNE
E.: noida.laboratory@gmail.com, info@noidalabs.com w.: www.noidalabs.com

A

TEST CERTIFICATE

89.50


